
Tool
Grades VC m/min 12 16 20

depth (mm) Diameter(mm)

Aluminum
alloy7075,7050

（Si＜6％）

ap≤0.25D

ae≤0.5D

Speed（min-1) 10000

4500

8000

4250

7000

4100
400

DLTSA650 Feed speed
(300-500)

（mm/min)

DLTSA650 S3 Aluminum alloy For Aerospace Aluminum Alloy-Slotting

Tool shape
S3

Workpiece
Material

Cutting Tool
Grades VC m/min 12 16 20

depth (mm) Diameter(mm)

Aluminum
alloy7075,7050

（Si＜6％）

ap≤0.2D

ae≤1D

Speed（min-1) 10000

4200

8000

3960

7000

3880
400

DLTSA650

Address: 2113, Di Yi Wu Jin , No. 299, Jincheng East Road, Wuzhou International Industrial Park, Xin Wu District, Wuxi,
Jiangsu. Website: www.calloytool.com E-mail:info@calloy.com Tel:0086-21-31229603

DLTSA650End mill for aluminum operation parameter:

DLTSA650 S2 Aluminum alloy For Aerospace Aluminum Alloy-Side Milling

Tool shape
S2

Workpiece
Material

Cutting Tool
Grades VC m/min 10 12 16 20

depth (mm) Diameter(mm)

Aluminum
alloy7075,7050

（Si＜6％）

ap≤0.25D

ae≤0.5

Feed speed
(300-500)

（mm/min)

16 20
depth (mm) Diameter(mm)

Aluminum
alloy7075,7050

（Si＜6％）

ap≤0.2D

ae≤1D

Speed（min-1) 12000

3360

10000

3200

8000

3040

7000

2940
400

DLTSA650 Feed speed(300-500)
（mm/min)

DLTSA650 S3 Aluminum alloy For Aerospace Aluminum Alloy-Side Milling

Tool shape
S3

Workpiece
Material

Cutting

Speed（min-1) 12000

3600

10000

3300

8000

3200

7000

3080
400

DLTSA650 Feed speed
(300-500)

（mm/min)

DLTSA650 S2 Aluminum alloy For Aerospace Aluminum Alloy-Slotting

Tool shape
S2

Workpiece
Material

Cutting Tool
Grades VC m/min 10 12


